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Error Log for Course 2153A: Implementing a Microsoft Windows 2000 Network Infrastructure

The type of change made to any part of the course is identified by one of the following type codes:

1 = Technical error or technical change
2 = Clarification or simplification
3 = Typographical error
4 = Other

Delivery Guide (Part Number X05-49535)

	Module 2

	 Page 
 number
	Error or suggested change
	Type

	20
	The very last line on the page says”or type the IP Address or the subnet mask” Suggested rewording “or type the four oclets of  the Subnet mask
	

	53
	The answer states that a default gateway is required for the adapter bound to TCP/IP on the DHCP server. The instructor’s computer in this lab environment does not have a configured default gateway, and yet it runs the DHCP service. Some networks that use TCP/IP are a single subnet, and don’t have connectivity to other public or private TCP/IP networks, and thus, have no router. The classroom environment at the beginning of the course is an example of such a network.
	


	Module 3

	Page number
	Error or suggested change
	Type

	31
	“You can only convert a standard primary zone to an Active Directory integrated zone”
	

	36
	 Consider revising the second sentence under the paragraph “Dynamic Update Protocol: which starts “By default, Windows 2000….” To read “Windows 2000 computers that are configured with a static IP address are, by default, also configured to perform dynamic updates on the DNS server. In this case the client will update both the forward and reverse lookup entries.”
	

	40
	The DNS server refuses updates until the DHCP servers and clients encrypt the information
	


	Module 4

	Page Number
	Error or suggested change
	Type

	8
	Third bullet. Replace the last two words of “P-node” with “to resolve the name.”
	

	30
	The last paragraph states “The WINS proxy forwards the request to the WINS Server to verify that no other WINS Client has registered that name.” A Proxy agent does not participate in the name registration process, nor does it check for duplicate names in the WINS Server database for the b-node client.
	

	58
	The last line of this question should read “a WINS server”
	


	Module 5

	 Page 
 number
	Error or suggested change
	Type

	1
	The URL for the PKI workshop should read: http://www.microsoft.com/windows2000/library/planning/security/pki.asp
	

	3
	On page 3, in the graphic, step 3 should read "Bob Decrypts Message with Bob's Private Key".
	3

	4
	First paragraph, second to last sentence: "This private key is called a digital signature." should be "A string of characters that uniquely identifies the contents of the message is encrypted with the private key to create a digital signature."
	2


	Module 9

	 Page 
 number
	Error or suggested change
	Type

	23
	The second sentence of the answer to review question 1 is incorrect. It should read "You must then configure the remote access server so that it uses RADIUS authentication instead of Windows Authentication. "
	3


	Module 10

	 Page 
 number
	Error or suggested change
	Type

	Title Page
	Page 1 has a title slide embedded that has an incorrect module name. There should be no slide on this page.
	4

	9
	In the section "Configuring settings for a Network connected to the Internet" the text describes several settings that must be configured for a router connected to the Internet. The third bullet is incorrect, as you do not need to configure a router with a DNS server for routing functionality.
	1

	63
	The answer to review question 4  includes configuring a router interface with a DNS server IP address. A router interface does not require a DNS server IP address.
	1

	63
	Removing the DNS server IP address changes the configurations from three to two.
	


	Module 12

	Page number
	Error or suggested change.
	type

	4
	The slide incorrectly shows c:\inetpub\wwwroot as the URL to test if IIS is functioning. It should read http://server
	


	Module 13

	Page number
	Error or suggested change
	Type

	37
	Question 5 Answer: change prestage to Pre-stage
	


	Module 14

	Page number
	Error or suggested change
	Type

	9
	Under “Controlling Administrator Access” an additional step should be inserted after step 1 which reads: 1a. Select Connections and in the right pane right click the RDP-Tcp connection and select Properties. The same change is required further down the page under Encrypting Terminal Services Data.
	

	15
	Slide has errors a) line 4 NS LOOKUP shouldn’t have a space in it. B) Line 20 IP is incorrect
	

	18
	Extra slide in PPT
	

	19
	Paragraph 3 second line nbtstat –RR should read nbtstat -R
	


Lab (in Delivery Guide)

	Module 3

	56
	Step c should read: Type server partner_server.domain.nwtraders.msft (where partner_server is the name of your  partners’s computer and domain is the name of your domain) to switch nslookup to query your partner’s DNS server service. Then a step “d” (which does not exist yet) should state: Type domain.nwtraders.msft (where domain is the name of your domain) to obtain the SOA record for the domain from the partner’s server.
	Type


	Module 10

	 Lab
 letter
	Exerc. number
	Procedure name
	Step number
	Error or suggested change
	Type

	A
	1
	
	6
	Step 6, exercise 1 should only be performed on the computer with the lowest student number, not on both computers as the instructions above state.
	4

	B
	2
	
	2C
	On the General tab, click LAN and demand-dial routing, and then select the

Remote access server check box.

On the IP tab, click Dynamic host Configuration Protocol (DHCP), and then click OK. The reason There have been several reports here of problems with Lab 10B in course 2153A. Thanks to the help of a German MCT, who prefers to remain anonymous, we have been able to track down the issue. Thanks also to everyone else in this newsgroup who has helped to track this down. What is still strange is that this issue pops up in some classes but not in others.

The reason why you may experience a problem is that RRAS does not always reset its configuration to the factory default when you disable RRAS. Thus, when you enable it again, older settings may remain.


	


Classroom Setup Guide (Part Number X05-49536)

	 Page
 number
	Error or suggested change
	Type

	<setup>
	
	


Trainer Materials Compact Disc (Part Number X05-49544)

	Section or folder
	Path
	Error or suggested change
	Type

	<trainer>
	
	
	


Student Materials Compact Disc (Part Number X05-49545)

	Section or folder
	Path
	Error or suggested change
	Type

	Additional Readings
	\addread
	Mod 13, page 20: The document "Microsoft Windows 2000 Guide to Unattended Setup" is not on the Student materials CD.
	4
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